Navod na odblokovani funkce rozpoznavani zbyvajici
arovn" inkoustu pro tiskarny lady PIXMA MP500/MP800

(P'iklad odblokovani pro barvu magenta - purpurova)

#ip na zasobniku hlida po$et vytisknutych kapi$ek, nikoliv
skute$né mno%stvi inkoustu v zasobniku, mohou proto
nastat nasledujici dv" mo%nosti:

1. Pokud jste doplniliinkoust ji" p$i informaci, "e dochazi (viz
obr. ni"e), %ip nerozeznal skute%nou hladinu inkoustu v
zasobniku a stale informuje o dochazejicim inkoustu:

Pokra%uijte v tisku a" se zobrazi nésledujici okno:

Canon MP500 Series Printer - USED19
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Ink, has run ot

Replace the ink tank and cloze the cover.
When replacing the ink tank, make sure that
the inter cover is open.

I printing iz in progress and pou want to
caontinue printing, press the printer's DK
button with the ink tank installed. Then
printing can continue under the ink out
condition. Replace the empty ink tank
immediately after the printing. The printer
may be damaged if printing iz continued
under the ink out condition.

The fallowing ik tanks have run out.
Cyan [8]

Cancel Printing |

Po zobrazeni tohoto okna p$ery(te tisk, vyjm! te zasobnik z
tiskarny a nasledn! ho op!t vio"te ho zp!t do tiskarny. Po

vlo" eni zasobniku se zobrazi nasledujici okna:

2. V p$ipad!, "e jste tiskli a" do zobrazeni nasledujiciho
okna, vyjmlte zasobnik, dopl#te do n'ho inkoust a
zasobnik vlo"te zp'tdo tiskarny :

Canon MP500 Series Printer - USBO19
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Ik has run out.

Replace the ink tank and cloze the cover,
When replacing the ink tank, make sure that
the inher cover is open.

I printing iz in progress and you want ba
continue printing. press the printer's DK,
button with the ink tank installed. Then
printing can continue under the ink out
condition. Replace the empty ink tank
immediately after the printing. The printer
may be damaged if printing iz continued
under the ink out condition.

The following ink tanks hawve run ok,
Cyan [8]

Cancel Printing |

Po vlo"eni zasobniku se zobrazi nasledujici okna:

Klikn!te na tla%itko OK.

The remaining level of the fallowing ink
cannaot be correctly detected.

Cyan [8]
Replace the ink tank. If you want ta
continue using thiz tank, click OK.

Ok | Cancel Printing I
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Klikn!te na tla%itko ANO.

Anink tank that was once empty is installed.
Printing under the situation may damage the
printer.

I yau want to continue printing, click Yes.
Thiz operation will releaze the function for
detecting the remaining ink. level.

Yes | Back | Cancel Printing I
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Klikn!te na tla%itko ANO.

Canon shall not be liable for any printer
malfunction or damage cauzed by refiled ink
tanks.

Using refilled ink tanks are memorised.

Do you continue printing?

Yes | Back | Cancel Printing I
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Stiskn! te a podr'te alespo# 5 vtedn tla%tko
POKRA&OVAT ozna%né zna%ou (), které je
umist! no na tiskarn" (viz obr.) . U n! kterych
mode!]‘ tiskaren je tfeba podr" et tla%tko OK.

Canon MP500 Series Printer - USB019 ]

Presz and haold the Stop/Reset buttan far at
least & seconds, and then release it

This operation wil release the function far
detecting the remaining level of the fallowing

ink.
Cyan [8]

Back | Cancel Printing I

Okno se samo zav$e a tiskarna bude tisknout dal.



